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Building Section A

Building Section A
Scale: 1/4" = 1'-0"1

First Floor Elevation
0.00'

Second Floor Elevation
13.50'

Balcony Elevation
23.50'

Second Floor Ceiling Elevation
33.60'

Roof Ridge Elevation
43.70'

East Basement Elevation
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Restrooms • Stairs/Elev. Charles Washington Market CW Hall Second Floor

Charles Washington Hall
2nd FloorExisting tin crown molding. 

Remove and reinstall on south
and west walls.

Galvanized steel
ships ladder w/
handrail.

2N22N32N42N5
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6" dia. metal duct (paint flat black). Clear plaster work.

Restore trim to original configuration.

Refinish existing balcony wood flooring. 

Provide new unlacquered 4x4 brass
hinges.  Anchor door in open position with
floor clip angle (concealed behind door).
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Clean interior of cupola. 

New roof access door (beyond)

Restore plaster crown molding and pilasters (typ)

Add bottom sill for new storm windows.
See detail.

Wall sconces.

Restore wood soffit, fascia
and crown molding. Replicate
rotted wood with equal or similar 
wood species and grade.  Back
prime all new lumber (typ).

New bronze railing extension. Restore woodwork.

Existing sidewalk vault door to remain.

Plaster interior
side of brick
arch

Painted
T&G beaded
board and 
wood cap
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Provide support
for chandelier

E N

Brace shaft of weather vane
to cupola framing allowing
free movement of arrow.

Restore cupola windows. 

Scrape and paint cupola roof 

New custom weathervane

Repair cupola woodwork
interior and exterior

Restore oculus window

Connect metal branch duct to 
trunk line.

Charles Washington Hall
2nd Floor

Remove and reinstall tin crown molding
or replicate and restore tin ceiling.
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Custom hinged 
insulated
attic hatch w/
hydraulics
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Beaded board (painted)
duct enclosure.  Do not cut
metal crown or wood base.
Cope new wood around 
existing trim and finishes.

9" thick batt

Transfer air grille

Mechanical crawlspace

Theater stage lights

Theater curtains

Projection screen

4
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2,3
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Provide fiberglass insulation 
where shown (typ)

Recessed window shade

Concrete slab on gravelHVAC Unit #1

1
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7
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Restore flashing at gabled ends

Restore brick walls

Tape together two paper faced 24" 
wide x 12" fiberglass batts and install 
parallel with and between trusses.
Cover insulation with infiltration
wrap. Edge wrap with lattice strips
tacked to trusses.

Spray foam acoustic trtmt

Exterior Lighting


