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Building Section B

A5.2

Rouse Hall Entry Elevation
+ 2'-1"

Second Floor Elevation
+ 13'-6.75"
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Balcony Floor Elevation
+ 23'-5.5"
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Building Section B
Scale: 1/4" = 1'-0"2

First Floor Elevation
0.00'

Second Floor Elevation
13.50'

Balcony Elevation
23.50'

Second Floor Ceiling Elevation
33.60'

Roof Ridge Elevation
43.70'

East Basement Elevation
-7.10'

12
'-1

0"

George St. Hall Elevation
+ 0'-8"

New prefinished (white) aluminum 
coping. Slope inwards. Replace 
flashing as needed.

New gutter and 
downspouts (typ)

New ceiling
joists, insulation
and GWB clg.

8'
-0

"

Acoustic batts beneath
all tread components
of stairs.

Drinking 
fountains

Flash
and counterflash
chimneys (typ)

Point chimneys 
as needed (typ)

Point chimneys 
as needed (typ)

Add Alternate No. 1:
Replicate metal roofing
and all related flashing.

Construct new metal sided stair
vestibule with standing seam 
metal roof. Flash for extreme
weather conditions.

Restore wood soffits and
fascia to original conditons.
Rebuild corner conditions.

Replace snow board with
stained 5/4 cypress board 
of equal height

See window notes
and specifications

Restore wood soffits and
fascia to original conditons.
Rebuild corner conditions.

Replace snow board with
stained 5/4 cypress board 
of equal height
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New EPDM roof on 
insulation on existing
metal roof.

Existing beaded board 
underside of balcony.
Restore/replicate 
damaged boards, paint.
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AHU-7 Rooftop unit
with 10" curb. Flash.

Suspended
GWB ceiling

Existing iron
drop inlet
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1'-4"
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Scrape and paint existing 
metal roofing and all related flashing.
Patch metal with epoxy patch as
needed.
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3E1

Restore plaster molding on
interior.  Salvage portions of
existing cornice for reinstallation
after South Facade is rebuilt.

U
P 

Galv. ships ladder in 
sidewalk access vault

P.T. relieving wall
see structural drawings

Excavate earth floor and
pour concrete floor as per
structural drawings

12
'-9

"

Add wood hand rail and 
plywood catwalk to all equipment 
for service workers

3/4 service
door (typ)

Recessed rolling fire
door with fusible link
tied to fire alarm system.

3
A9.2

5
A9.2

Tape together two paper faced 24" 
wide x 12" fiberglass batts and install 
parallel with and between trusses.
Cover insulation with infiltration
wrap. Edge wrap with lattice strips
tacked to trusses.

Paper faced 12" fiberglass 
insulation batt full fitting.

1/4" luan plywood fastened to
underside of floor framing

Place vapor barrier and pea gravel


