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Ceramic tile
wainscoting

Composite
panel partition
system

Ceramic tile
bullnose cap
common bond
tile pattern and
cove base tile.

Doors to access
beneath the stage

Suspended 
track lighting 
system

New stage curtains
and rigging

New duct supply
to space below
balcony.

Table storage beneath stage
finish with 5/8" GWB all sides

New chandelier and
medalion

Beaded board
low wall/railing
at stair

Restore existing paint
and repaint where no 
paint exists

Stair access 
to balcony
(beyond)

Water 
fountains

Baby changing
station in recessed
niche.  Return
tile and GWB.

Restore windows and
add interior storm
windows
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Baseboard type D
Baseboard 
type D

Base type E

baseboard type E

Baseboard 
type D

Base type D

Baseboard type B

Baseboard type C
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Baby changing
station

Recessed
down light

Casing 
type D

Recessed niche
for drinking
fountains

Glass (see
schedule) 

Typ. wood
handrail w/
supports off
ramp and wall

Restore brick
masonry 
arches
remove paint
and point as
necessary

RestaurantCharles Washington Market
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Grab bars at all
ADA compliant
toilets

1'10 wide by
2'8" tall with
1.75" maple
frame. 8'

-0
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MEN
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Painted water
resistent GWB

WOMEN

108
A

Base type E

Floor mounted
tank toilets

Provide pipe
wrap for ADA
compliance.

Provide blocking
in wall for wall
hung lavatories
(typical).

Forged Steel Spindel  
1" x 1" square Ptd black 

Wood trimmed
fire rated steel 
access door 
w/lock.
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109
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Horn strobe
devise. Center
above wall 
sconce

203
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Suspended track 
lighting system

lockset
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Shim and 
secure
mirrors Toilet partitions

Rebuild 
proscenium
as shown
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202
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7
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EXIT

CW 
Hall
Lobby

ADA sign

To Stairs & Elevator

WomenMen

Rest
rooms

Elevator

EXIT

Plaster face of brick arch

6
A9.2

5
A9.2

3/16" steel cable
supports @48" o.c.

Restore plaster 
pilasters (typ)

Restored original
door fixed in open
position

Restored trim 
around former
transom

Wood cap and apron 

Restore existing 
plaster crown
molding

Exit to fire escape.
See details on door
schedule sheet

Reconstructed 
stage to original
elevation

Stage wing curtain
not shown for
clarity
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Existing rigging

New replicated
wood and glass
and egress doors

ADA signage, see schedule

Charles Washington Hall
2nd Floor Applied letters

Smoke and
security 
partition

Supply 
ductwork and
sewer cleanout

5/8" GWB on
underside of 
stair

Decorative 
return air
grilles
(painted)

Decorative 
return air
grilles

Restore existing
beaded wood
wainscot

Wall sconces
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7'-9"

17'-1 3/8"

Vertical channel to fill gap

Hinged
window gate
at stage level

4
A9.2

Glass partition and doors separating
stair and lobby

Vinyl letters on
glass. Verify text
in shop submittals.

Painted
T&G beaded
board and 
wood cap

Thermostat

Recessed motor operated
black-out shades

7'-7"

Wood trimed 
metal grilles(ptd)

Wood trimed 
metal grilles(ptd)


