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Interior Elevations

Stair-Ramp Elev
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Women's Rm 204
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Corridor West
Scale: 1/4" = 1'-0"6 Corridor East
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Stage South
Scale: 1/4" = 1'-0"3

Restore window sashes and trim.  
Add interior storm windows.

Replicate baseboard 
where missing (typ) New plaster where South wall panels are removed and reconstructed

Remove, restore and reinstall windows in South wall

Provide
privacy
film on
window
glazing

Furred wall 
condition.
Extend 
window 
jambs
head, and 
sill (typ).

Corridor South
Scale: 1/4" = 1'-0"9

Extend 
window
jambs and
replicate
trim as
needed

Corridor North
Scale: 1/4" = 1'-0"7

2'
-1

0"

Extend jambs, sill
and replicate trim

203
B

EXIT

Baseboard type B Baseboard type A

Basebd C

Base D
Baseboard type D

Base B
Baseboard type D

Ceramic tile

baseboard type E
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Suspended
GWB ceiling
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Restore/
replicate
plaster
molding

Men's 205
Scale: 1/4" = 1'-0"16 Men's 205

Scale: 1/4" = 1'-0"17 Men's 205
Scale: 1/4" = 1'-0"18Women's 204

Scale: 1/4" = 1'-0"12

Wall
sconces

Window
shades

Painted metal round supply duct with ceiling and floor flange

Guard
railing

Interior
storm 
windows
(typ)

Restore
wood 
windows
(typ)

New 
plaster on
rebuilt
walls

Painted wood cap
on infill partition between
Balcony stair and CWH

2S12S2

2S32S42S52S62S7
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Plaster ceiling medallion and chandelier

Hinged window gate, painted wood

Beaded board on
back side of
proscenium

Beaded board on
low wall partition
between stage
and hall level

Oak treads and
risers

Typical wood
handrailing w/
cast mtl brackets

Wing curtain not
shown for clarity

Wall sconce (typ)

Mini spot lights 
on track (typ)

Stage East
Scale: 1/4" = 1'-0"4
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D

Remove and reinstall 
beaded board with
graffitti and wardrobe
hooks

3'
-7

"

3/16" cable, 3/8" turnbuckles and eyes @ 48" o.c.
to support proscenium

Mechanical space

Provide spray foam
sound deadening to
underside of stage floor

New access doors built similar to existing single door

20' wide roll motorized
projection screen

Rolling inclined ladder 
to access truss space
and rigging/lighting

5/8" GWB on walls and ceiling of storage space 

Ceiling mounted retractable projection screen Ceiling mounted lighting and curtains

Wing curtain not shown for clarity

Toilet 
paper
dispenser

Baby 
changing
station

Toilet 
partitions

Ceramic
wall tile
wainscot
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Stage West
Scale: 1/4" = 1'-0"5

Curtains not shown for clarity

Do not paint back wall, preserve graffitti

Wood picture
molding at
joint between
plaster finishes

Hinged
window gate
at stage level

Base C

Wheelchair
lift w/battery
backup

GWB finished storage space for tables

Curtain rigging

GWB on upper side of proscenium

203
C

205
A

203
A

Furred ceiling for ductworkBalcony
stair landing
above

MEN

205
A

204
A

Dropped 
beam

Existing
HM door

Typical
handrail

Wood
wrapped
column

Drinking
fountains

Stair and
newel post

ADA 
signage

Wood capitol, see
detail 3/A8.1

Restore
existing
door and
secure in
open 
position

Restore window 

Suspended GWB ceiling
Construct valence
in front of window
as needed for new ceiling

Stair to
balcony

2W12W2

Painted GWB
low wall w/
wood cap and
apron

Glass smoke
partition 

204
A

Sloped ceiling. 
Painted GWB.

Slop sink

Supply
shelves

Sloped ceiling. 
Painted GWB.

ADA compliant
lavatory

Mirror

(OPEN TO HALL)

Recessed motor operated
black-out shades. See
window schedule.

Restore beaded
board siding

6
A9.2


